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1. Beam experiment time line

6*6 bunch ramp with moderate nonlinear chrom corrections 
at store and flattop in yellow ring.

Measure Yellow second order chroms and do corrections by 
knobbing, adjust the linear chroms.

Try to reduce Q''x in Blue ring from 1000, but failed.

Natalia's 6*6 ramp with updated yellow chrom corrections.



2. Yellow ring story

Before correction: 2 families After correction: 8 families



Finial strengths for ramp

Correction strengths are installed at flattop and store stones, tested by 
a 6*6 bunch ramp. No idea why not help collision lifetime.



3. Blue ring story

Correction strengths with eight families were copied from last Au 
run. In APEX, we failed to make Qx'' smaller.



4. Mysteries in modeling

● 2 measurements of Blue chroms and 3 measurements of 
Yellow chroms are modeled and compared.  
●

●Measurements of Q's and Q''s don't agree with predications 
from model with or without b2_mean in arc dipoles.

Things to do:

1) need to do more measurements
2) need to check offline optics model



5. Summaries

● Yellow Q'' correction strengths were easily found and installed in 
RampEditor. It is not clear how the second order chromaticity 
correction affects the collisional lifetime.

● Big differences in Q's and Q''s between measurements and model 
predications were observed and not yet understood.

● No time request  for next week APEX.  Need fully understanding 
where  the differences come from between measurements and 
model­predications.


