QPA-SCR Driver Boards

QPA Card Type @ Self Trigger Value of | Value of | | Value of | Value of
Model: | to be used: Voltage R3 R6 R17 R20
RQP03: |100-1137-1 17V bipolar |2.10kohm |10.0kohm | |2.10kohm |10.0kohm
RQP04: |100-1137-1 17V bipolar |2.10kohm |10.0kohm | |2.10kohm |10.0kohm
RQP05: |100-1137-1 17V bipolar |2.10kohm |10.0kohm | |2.10kohm |10.0kohm
RQPO7: |100-1137-1 17V bipolar |2.10kohm |10.0kohm | |2.10kohm |10.0kohm
RQP08: |100-1137-1 17V bipolar |2.10kohm |10.0kohm | |2.10kohm |10.0kohm
RQP09: |100-1137-2 22V bipolar |2.10kohm |15.0kohm | |2.10kohm |15.0kohm
RQP10: |100-1137-2 22V bipolar |2.10kohm |15.0kohm | |2.10kohm |15.0kohm
RQP011: [100-1137-2 22V bipolar |2.10kohm |15.0kohm | |2.10kohm |15.0kohm
RQP02: |100-1137-3 110V unipolar |190.9kohm |17.4kohm | 90.9kohm |17.4kohm
RQP06: 100-1137-3 110V bipolar 190.9kohm 17.4kohm | 90.9kohm |17.4kohm




