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o] am. DESCRIPTION hrataiieg b
MAGNET/COLL SPACER ASSY D16-M-2580-5
[COLLIMATOR WELDMENT D16-M-2541-5
\WINDOW CLAMP Di6-M-2542-3 :
THRUST FLANGE Die-M-2s43-3 | H

5 INDOW D16-M-2544-3

6 /16 _NOM. “0° RING ROPE STOCK  |VITON-A

1 /8-16_X 3/4 SOC HD CAP_SCR -95750 SST

B 78-16 X 1 1/2 SOC HD CAP SCR |1-95756 SST ‘

9 /8 FLAT WASHER ~84132__SST .

10 /8 LOCK WASHER ~86736__SST

11| 4 |3/8-16 HEX NUT —81410_ssT__—

END

LEAD W

8 REQ'D
SEE NOTE 2

—
—(&)see note

8)9 ee» REQ'D

SEE NOTE 4
SEE NOTE 3

NOTES:

1. ITEM 6 TO BE FABRICATED BY VACUUM TECHS AT ASSEMBLY

2. TORQUE WINDOW CLAMP SCREWS TO 120 in-lb

3. ORIENT COLLIMATOR IN MAGNET SO THAT LEAD SHOT FILL PLUG IS AT
LOWEST POSITION. ALIGN SCRIBE MARKS ON ITEM 4 SO THEY ARE
PLUMB AND LEVEL

4. TRANSFER DRILL HOLES IN SHIELD PLATE FROM THRUST FLANGE AT ASSEMBLY
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