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NSRL Experimental area Walk Through and Check List

A walk through was performed for the NSRL experimental area dosimetry systems and associated electronics.  Representatives from ESH, the experiment, RCD, and Fire Protection were present.  A start up checklist is attached.

Two items were identified in the experimental area that require user training. These are the 1000lb crane and the degrader system. The crane will be locked with a key controlled by the LE or LP. Both will take the necessary training to qualify them to provide on-the-job training for the users. Similarly, the LP will provide on-the-job training for the use of the degrader system will be password controlled.

*      *      *

Copy to:

A. Rusek, B. Sutherland, D. Phillips 

Attachments:

ESRC Checkoff List

ESRC CHECKOFF LIST

Prepared by: ____________________ 

Date: ____________________
Reviewed by: ____________________
Date: ____________________
Approved by: ____________________
Date: ____________________

ESRC Check-Off List for the NSRL/ BAF Run (NASA)
This is the first utilization of the new NSRL /BAF facility.  Radiobiology users are trained and 

hazards are low level radiation, use of anesthesia gas, chemicals associated with a photographic developer and routine biological waste. 

Checklist Item #


Initial
Title *
Description of check-off list item
Priority

CK-NSRL-2003-01

LE
Add a cover to the back of the Recycling Integrator VME crate in the DAQ room.
Pre-start

CK-NSRL-2003-02

LE
Reinstall the ceiling panels in the DAQ room
Pre-start

CK-NSRL-2003-03

LE
Add a lock to the crane in the experimental area
Pre-start

CK-NSRL-2003-04

LE
Add a sign on the compressed air distribution indicating maximum pressure and “Contact LE or LP before using”.
Pre-start

CK-NRSL-2003-05

LE
Identify and label the two cable end in the experimental area otherwise remove.
Pre-start

CK-NSRL-2003-06

EC
Prepare an ECR for the facility and experiments.
Pre-start

CK-NASA-2002-07

LE
Lock the exhaust fan in the experimental in the open position.
Pre-start

* LE - Liaison Engineer, Dave Phillips

LP – Adam Rusek




EC - Environmental Coordinator, M. van Essendelft

Checklist Completed:














On-Duty Operations Coordinator


         Date
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