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ESRC Walk through Check-Off List for PHENIX for Run 10  

Legend:

*ESRC – Experiment Safety Review Committee, Yousef Makdisi
 EC – Experiment Coordinator, Ed O’Brien

 LE – Liaison Engineer, David Phillips
 LP – Liaison Physicist, Yousef Makdisi

 MCRGL- Main Control Room Group Leader, Peter Ingrassia
	PRIVATE 
Checklist Item #
	Initial
	Title *
	Description Of Check-Off List Item


	Priority

	CK-PHENIX-10-01
	
	ESRC
	All relevant ESRC action items closed.
	Pre start 

	CK-PHENIX-10-02
	
	LE
	Determine if the Maintenance Bypass switches in the Rack room require an Arc Flash label
	Post start

	CK-PHENIX-10-03
	
	LE
	Behind the Rack room area labeled No Exit used for storage needs some lights
	Post Start

	CK-PHENIX-10-04
	
	EC
	Laser Room, remove the HBD mock up
	Post start

	CK-PHENIX-10-05
	
	EC
	Rack Room: label the 480- V (High Bay Perimeter Lighting) panel.
	Pre start

	CK-PHENIX-10-06
	
	LE
	Assembly Bldg: Remove or terminate disconnected Green and Black power cables near panels AHU-7 and 8-H
	Pre start

	CK-PHENIX-10-07
	
	EC
	IR: The emergency escape door is difficult to open needs maintenance.  
	Pre Start

	CK-PHENIX-10-08
	
	EC
	IR: Bag the disconnected HV cables near panel BB2-HV
	Pre Start

	CK-PHENIX-10-09
	
	LE
	IR: Add chains on the ladder to platform entrances for fall protection
	Pre Start

	CK-PHENIX-10-10
	
	CE
	IR: remove the two steel plates from the central magnet platform 
	Pre Start

	CK-PHENIX-10-11
	
	LE
	IR: investigate the need for a fire pull box on the North side of the detector
	Post Start

	CK-PHENIX-10-12
	
	EC
	IR: Update the Dumb Waiter certification also post not for personnel
	Pre Start

	CK-PHENIX-10-13
	
	EC
	IR: NE corner level III Signal ground wire is dangling
	

	CK-PHENIX-10-14
	
	EC
	IR: NE corner level III Electrical box for the loud speaker is open (wing nuts exposed)
	Pre Start

	CK-PHENIX-10-15
	
	EC
	IR: SE corner Level III the steep small ladder needs to have a barrier and caution posted. 
	Pre Start

	CK-PHENIX-10-16
	
	EC
	Gas mixing house: Label leak detection lines for purpose (yellow/blue plastic)
	Pre Start

	CK-PHENIX-10-17
	
	LE
	IR: update the 5 Gauss sign on the man door to the highbay, same as above.  Consider moving the posting to the rolling shield door if magnet is only on with east carriage in place.
	Pre Start

	CK-PHENIX-10-18
	
	MCR

GL
	Check off list is complete
	Pre start





















