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ESRC Walk through Check-Off List for PHENIX for Run 11

December 30, 2010

Attending: C. Biggs, P. Cirnigliaro, D. Lynch, Y. Makdisi, C. Pearson, J. Sandberg

Legend:

*ESRC – Experiment Safety Review Committee, Yousef Makdisi
 EC – Experiment Coordinator, Ed O’Brien

 LE – Liaison Engineer, David Phillips

 LP – Liaison Physicist, Yousef Makdisi

 MCRGL- Main Control Room Group Leader, Peter Ingrassia
	Checklist Item #
	Initial
	Title *
	Description Of Check-Off List Item
	Priority

	CK-PHENIX-11-01
	
	ESRC
	All relevant ESRC action items closed.
	Pre start 

	CK-PHENIX-11-02
	
	EC
	IR: Light socket near VTX gas panel has open light socket. Put bulb in socket.
	Pre start

	CK-PHENIX-11-03
	
	EC
	IR: Ground VTX / RPC gas panel.
	Pre start

	CK-PHENIX-11-04
	
	LE
	IR: Review walking surface for holes and trip hazards
	Pre start

	CK-PHENIX-11-05
	
	LE
	IR: On the upper platform in the general location of the VTX rack and RPC rack, there are wooden stairs. Replace with appropriate OSHA approved stairway.
	Post start

	CK-PHENIX-11-06
	
	EC
	All electronic racks should be added to the “pink sheet” pre-operation checkouts to assure that the racks are bonded/grounded.
	Pre start

	CK-PHENIX-11-07
	
	EC
	IR: On the upper platform in the general location of the VTX rack and RPC rack, a cable was not in a cable tray. It was supported by wrapping around a water hose. Remove and correct wiring path.
	Pre Start

	CK-PHENIX-11-08
	
	EC
	IR: Remove trash and debris and unused tools from IR (general housekeeping).
	Pre Start

	CK-PHENIX-11-09
	
	LE
	AB: New chiller electrical distribution disconnects require arc-flash labeling.
	Pre Start

	CK-PHENIX-11-10
	
	LE
	AB: SHSD (M. Gaffney) is to inspect the high pressure chiller piping installation.
	Pre Start

	CK-PHENIX-11-11
	
	EC
	AB: Remove trash and debris from High-bay (general housekeeping).
	Pre Start

	CK-PHENIX-11-12
	
	LE
	Gas Mixing House: Doors on gas house require flammable area warning signs.
	Pre Start

	CK-PHENIX-11-13
	
	EC
	Gas Mixing House: Remove excess pipe storage from overhead pipe supports.
	Pre Start

	CK-PHENIX-11-14
	
	EC
	Gas Mixing House: IR: Electronic racks in room adjacent to the gas mixing room require 3 foot clearance from walls.
	Post Start

	CK-PHENIX-11-15
	
	EC
	Gas Mixing House: Use flame resistant plastic as guards for electrical safety.
	Pre Start

	CK-PHENIX-11-16
	
	EC
	Gas mixing house: Remove trash and debris from gas house and gas pad (general housekeeping).
	Pre Start

	CK-PHENIX-11-17
	
	EC
	RPC S: Remove trash from 7GE1 labyrinth and gate.
	Pre Start

	CK-PHENIX-11-18
	
	LE
	RPC S: Lock berm gate adjacent to 7GE1.
	Pre start

	CK-PHENIX-11-19
	
	EC
	RPC S: Remove trash and debris from tunnel area (general housekeeping).
	Pre Start

	CK-PHENIX-11-20
	
	EC
	RPC S: Removes boxes and debris from area around south garage door shutter.
	Pre Start

	CK-PHENIX-11-21
	
	EC
	RPC S: Secure lines and wiring that impede motion of the south garage door shutter.
	Pre Start

	CK-PHENIX-11-22
	
	LE
	RPC S: Review south RPC area for confined space assignment. 
	Pre Start

	CK-PHENIX-11-23
	
	LE
	RPC S: LOTO crane in south tunnel.
	Pre Start

	CK-PHENIX-11-24
	
	EC
	RPC S: Remove extension cord in cable tray.
	Pre Start

	CK-PHENIX-11-25
	
	EC
	RPC S: Tag with disconnect cable tags unused HV wiring
	Pre Start

	CK-PHENIX-11-26
	
	LE
	RPC S: Remove safety rail before south garage door is moved.
	Pre Start

	CK-PHENIX-11-27
	
	EC
	RPC S: Verify the RPC electric racks in the north and south tunnels have fire detection (fire wire, smoke, or rate of rise).
	Pre Start

	CK-PHENIX-11-28
	
	EC
	RPC S: Remove prototype electronic rack.
	Pre Start

	CK-PHENIX-11-29
	
	MCR

GL
	Check off list is complete
	Pre start





















