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ESRC Walk through Check-Off List for STAR at the 6 o’clock IR in RHIC.  

*ESRC – Experiment Safety Review Committee, Yousef Makdisi
 LE – Liaison Engineer, Al Pendzick

 LP – Liaison Physicist, Wuzheng Meng

 EC- Experiment coordinator, William Christie

 MCRGL- Main Control Room Group Leader, Peter Ingrassia

	PRIVATE 
Checklist Item #
	Initial
	Title *
	Description Of Check-Off List Item


	Priority

	CK-STAR-10-01
	
	ESRC
	All relevant ESRC action items closed.
	Pre start 

	CK-STAR-10-02
	
	EC
	The clean room: House Keeping and fix the emergency exit lighting
	Post start

	CK-STAR-10-03
	
	EC
	IR: Label the IFC air handler Cu pipe 
	Pre Start

	CK-STAR-10-04
	
	EC
	IR: Bag the FPD disconnected HV cables.
	Pre start

	CK-STAR-10-05
	
	EC
	IR: Move ladders away from the electrical panels
	Pre start

	CK-STAR-10-06
	
	EC
	IR: Label Panel X on the SE wall
	Pre start

	CK-STAR-10-07
	
	EC
	IR: Close the 480 V junction box near EEMC rack
	Pre Start

	CK-STAR-10-08
	
	EC
	IR: Bag the disconnected HV cables near the 1B1 rack
	Pre Start

	CK-STAR-10-09
	
	EC
	IR: Consider removing the plastic sheeting above the racks
	Post Start

	CK-STAR-10-10
	
	EC
	IR: Remove the power strip near rack 2A5
	Pre Start

	CK-STAR-10-11
	
	EC
	IR: Level 2: remove the table blocking the egress path. 
	Pre Start

	CK-STAR-10-12
	
	LE
	IR: Straighten out the ARC flash labeling on the Level II platforms.
	Pre Start

	CK-STAR-10-13
	
	EC
	IR: Level 2: Reroute the network cables to prevent a trip hazard
	

	CK-STAR-10-14
	
	EC
	IR: Top level: cover or remove the SST readout boxes.
	Pre Start

	CK-STAR-10-15
	
	LE
	IR: remove the chair from the crane cage
	Pre Start

	CK-STAR-10-16
	
	LE
	IR: The support structure for the STAR EAST Pole detectors need to have the rated capacity posted.
	Post Start

	CK-STAR-10-17
	
	LE
	IR: Update the Dark Current Detector Rack come-alongs inspection.
	Post Start

	CK-STAR-10-18
	
	LE
	IR: 175 psi water couplings, a number of nuts have less that the required amount (+2) of threads
	Post Start

	CK-STAR-10-19
	
	LE
	IR: Replace all 5 Gauss magnetic caution signs inside the IR as they contain outdated wording.  Consider moving posting to the Access Control doors.
	Pre Start

	CK-STAR-10-19
	
	MCR

GL
	Check off list is complete
	Pre start


















