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ESRC Walk through Check-Off List for STAR at the 6 o’clock IR in RHIC.  

PRIVATE 
Checklist Item #
Initial
Title *
Description Of Check-Off List Item


Priority

CK-STAR-02-01

ESRC
All relevant ESRC action items closed.
Prior to start 

CK-STAR-02-02

LE
The TOFr group needs to get permission from the STAR Liaison Engineer before operating its new gas system.

It was suggested that a mechanical protection of some sort be installed on the top of the TOFr gas rack to protect the Isobutane gas line connection in this area.
Prior to start 

CK-STAR-02-03

LE
The SVT Network rack on the 1st floor of the North platform should be bonded locally to the platform.
Prior to Start

CK-STAR-02-04

EC
There were a number of HV cables associated with the BEMC electronics that were not connected during the walkthrough. Any of these cables which won’t be connected for the run should be disconnected from the HV supply.
Prior to start

CK-STAR-02-05

EC
At about 2:00, as seen looking to the East in the WAH, in the BEMC cable and fiber plant, there was a small box with some lights on it (network connection?). This box should be properly mounted to something in the area.
Prior to start

CK-STAR-02-06

EC
In Rack 2A9 there was a power distribution box that should be securely mounted to the rack structure.
Prior to start

CK-STAR-02-07

LE
There was some equipment obstructing access to the STAR Magnet crash button on the S.E. corner of the detector platforms.
Prior to start 

CK-STAR-02-08

LE
On the West wall of the WAH, near the EEMC laser access ladder, there was an electrical junction box, with power in it, whose cover was not attached. This cover should be attached.
Prior to start

CK-STAR-02-09

EC
There were some power cables hanging on the West Poletip, apparently to provide power to EEMC electronics. Once these cables are connected it should be confirmed that appropriate
Prior to start

CK-STAR-02-10

EC
The question was raised whether the bases on the PMTs of the FPD detectors has been subjected to the standard RESC voltage test (i.e. twice operating voltage + 1000 V). 
Prior to start

CK-STAR-02-11

LE

Prior to start

CK-STAR-02-12

MCRGL
Check off list is complete
Prior to start

*ESRC – Experiment Safety Review Committee, Yousef Makdisi
 LE – Liaison Engineer, Al Pendzick

 LP – Liaison Physicist, Wuzheng Meng

 EC- Experiment coordinator, William Christie

 MCRGL- Main Control Room Group Leader, Peter Ingrassia

















