
Meeting Minutes: 6/07/16 Work Platform Meeting
C. Brutus, K. Hamdi, R. Meier, T. Miller, D. Phillips, K. Smith, Z. Zhao, C. Folz, A. Zaltsman, M. 
Mapes, S. Nayak, A. Fedotov, C. Folz, M. Grau, G. McIntyre. J. Tuozzolo, M. Minty, J. Halinski

• Eliminate 2 posts near the tuner access ports on the Booster Cavity.
(Dave, Bob)

• Laser transport configuration – more layouts and modeling: 
a) Move the building to wall laser transport slightly north
b) Use a single 90o vertical up bend out of tunnel wall laser tuning box 

and then move with a small angle across the IP to the vertical down 
bend to the laser table.

c) Populate components on the in tunnel laser table.
(Zhi, Steve, Bob, Laura)

• Awaiting reply from clean room equipment vendor on existing layout.
• Can a ducted port be built over the GtB section?  (Dave, Charlie, Bob)
• Add a “gowning” entrance on the north side.  (Bob)
• Reduce the number of flex joints in the Booster Cavity waveguide.

(Cliff)
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Minutes, 5 19 2016 Platform meeting: 
(Mapes, Zhao, Soria, Meier, Bellavia, Aron, Smith, Tuozzolo, Zaltsman)
• Victor is near done on cryogenic drawings, no changes.  Needs a specification control 

drawings for the return heater.
• Bob has updated the cleanroom layout so it can be transmitted to a cleanroom equipment 

vendor.  It was agreed to move the curtain wall so that the cleanroom boundary will be on the 
CeC undulators so that the undulators will be just outside the cleanroom.

• Doors were added on both ends of the cleanroom including a double door for the cathode 
transport cart.  Larger filter element sections were added

• Bob has looked at straighter runs for the laser.  Still needs 3/90o bends near wall, not a 
problem per Zhi.  Also clarified that the final laser position to the tunnel optics table does not 
need to align with laser port on the beamline.  Bob, Dave, Steve, and Zhi will meet in the laser 
room to update the table location and laser start to tunnel location.

• Zhi will provide some dimensions for the in line laser alignment box near the wall..

• Bob and Dave Phillips are considering a raised floor design that will use more Rexroth and the 
aluminum plate to be used for the upper platform.
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