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Hoffman, Caitlin

From: Beavis, Dana
Sent: Wednesday, July 29, 2015 3:39 PM
To: Mausner, Leonard; Hoffman, Caitlin
Cc: Lessard, Edward T; Cutler, Cathy; Pile, Philip H; Cullen, Christian; Contos, Nicholas; 

Smith, Suzanne; Schaefer, Charles W
Subject: RE: final experiment 140 micro-amp RbCl test
Attachments: approval_15_10.docx

Leonard, 
 
This request is approved for the last target irradiation on Friday. 
The schedule mitigates any consequences so that we view this as low risk even if the target fails. 
There has been discussion on how important it would be to obtain empirical knowledge on the target if the raster 
system has a problem. 
 
Nick C. was contacted and he indicated from the RCD point of view the procedure for changing the water after a target 
failure has been successful and did not see it as an issue. 
I will use this set of e‐mails as Minutes in the index for a special exposure. 
 
Hopefully your exposure will be successful. 
I have attached an approval form so we stay reasonably in format.  
We should develop a record in or index for the production targets. Also at some point I would like to have a document 
that gives details on what is known about the RbCl targets and the melting. 
 
Caitlin, 
Please put in the canning record as Tgt_15_10. Use the title as RbCl Production Target test at 140 micro‐amps. Place L. 
Mausner as the author and place this e‐mail chain into the minutes column. 
Thanks 
 
dana 
 

From: Mausner, Leonard  
Sent: Monday, July 27, 2015 10:12 AM 
To: Beavis, Dana 
Cc: Lessard, Edward T; Cutler, Cathy; Pile, Philip H; Cullen, Christian 
Subject: RE: final experiment 
 
To my knowledge there has not been a specific RbCl target array submission with the OPM 09.01.15a mechanism. Of 
course all target arrays for targets that are in beam simultaneously with RbCl , such as Th and Sc and GAW, have been 
written up in that fashion and always include energy loss tables for RbCl, but do not concentrate on the RbCl targets. 
Because the RbCl targets partially melt in the center, ANSYS cannot be used to perform a useful thermal analysis, so 
Chris has neither the tools nor time to do so. Due the routine nature for many years RbCl irradiations have been 
“grandfathered”. There have been no failures for several years. 
 
There is a BLIP cooling system water changeout procedure. It is C‐A‐OPM 19.4.1.  
 

From: Beavis, Dana  
Sent: Monday, July 27, 2015 9:52 AM 


