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Tandem Status 
 Running smoothly for D (MP7)
 2.2 . 1011 at end of TTB (for new cathode)
 MP6 is used by outside users
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EBIS Status
 EBIS running  smoothly   Au with 12 pulses 
 NSRL last week: Helium, 
 NSRL this week: off



Au at IH Linac for 12 pulses
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Linac Status
 Linac running smoothly for   BLIP at 117 MeV  BLIP at 155 -160 uA
 05/09-05/10:  H- @ 117 to booster for to NSRL
 07/05-07/07: 200 MeV for BLIP @130 μA
 07/07-07/29: 160 MeV for BLIP  @130 μA

 05/13: RF mod 4 and Human error (9 HRS)
 05/15: View box 2 cryo-pump gate valve closed

 05/17: Maintenance (2. 5HRS)
- X-ray survey near tank 1
- Raster PXi
- etc



Average Current for BLIP & Beam on HRS/day
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Beam on 158.5 HRS out 168 HRS
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J. Nelepa
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Beamline Location

1. plunging harp
2. 6.50” collimator
3. bellows (3x)
4. raster magnet
5. steering magnets (existing, 2x)
6. 4.00” collimator

7. plunging harp (opposite side)
8. laser profile monitor
9. beam current transformers (2x)
10. beam position monitor
11. beryllium window (existing)
12. aluminum bellows (existing)
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