
 

726 Level Translator Front Panel 
 

      1 T0 input 
      2 GCC input 
      3 BZ input 
      4 Unused 
      5 POS Cycle Polarization input 
      6 NEG Cycle Polarization input 
      7 Reserved input 
      8 Reserved input 

     
     
     
     
     

      9 LSB of general purpose input reg. 
    10 INH output 
    11 Prescaled GCC output 
    12 Synchronized BZ output 
    13 4.5 MHz frequency output 
    14 LSB of general purpose output 15 reg. 
    15 Bit 1 of general purpose output reg. 
    16 Bit 2 of general purpose output reg. 
 



 
WFD V8 Front Panel 
 
LED  

 1 2  3 4  
 CLKO   140 MHz Monitor 
 CLKI  Unused 
 START  Bunch Monitor 
 STOP  BZero Monitor 

     
 NIMD  BZero Input 
 NIMC  INH Input 
 NIMB  GCC Input 
 ACCK  70 MHz Input 

   
 CH1  Signal Input 1 

   
   

 CH2  Signal Input 2 
   
   

 CH3  Signal Input 3 
   
   

 CH4  Signal Input 4 
   
 
LED1  Station N 
LED2  Both Crate and NIM Inhibits removed 
LED3  Xilinx DONE BAD 
LED4  Event to memory transfer active 
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